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Series BNC 50 Q - protective caps and shorts

Protective cap for plugs (male)
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HUBER+SUHMNER type Item no. Packaging Notes
61_BNC-0-0-1/-33_-E 22540660 | single with chain and loop
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2 Protective caps for jacks (female)
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HUBER+SUHNER type ltem no. Packaging Notes
62_BNC-0-0-1/-33_-E 22540666 | single protective cap with chain
64_BNC-50-0-1/133_NE | 22540681 short circuit with chain

Protective caps for jacks (female)
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Fig. 1 Fig. 2
HUBER+SUHNER type ltem no. Packaging Fig. | Notes
62_BNC-0-0-2/~_-H 22540667 | bulk 100 pes. 1 made of plastic
62_BNC-0-0-3/-33_-E 22540669 | single 2
[Cable groups see page 32 Assembly tools see page 509 Mounting holes/PCB layouts see page 533 |
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Series BNC /5 Q) - coaxial miniature connectors

Description

HUBER+SUHNER BNC 75 Q featuring a two stud bayonet
coupling mechanism which is particularly useful for frequently
coupled and uncoupled RF connections. At frequencies up to

1 GHz the small impedance deviation is negligible for most
applications.

Compatibility

75 QBNC connectors and 50 Q BNC connectors are
intermateable without any resirictions.

Interface dimensions (mm/inches)

Plug (male)
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Jack (female)
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Receptacles with solder end 303
PCB connectors 305
Proleclive caps and shorts 306
Plug Jack
min. max. min. max.

A 483/0190 |497/0196 |- 4.72/0186

B |528/0208 | 579/0.228 |4.72/0.186 |5.23/0206

(& Q78/0.385 | 991/0.390 | 1.50/0.059 nom.

D 1.32/0052 | 1.37/0054 | 210/0.827 nom.

E 0.08/0.003 | 1.02/0.040 | 960/0378 |970/0.382

F - 495/0195 | -

G - 8.35/0328 | 848/0.334

H - - 810/0.319 8.15/0.321

| - - 10.60/0.417 | -

Interface dimensions conformable to the standards:

International:

IEC 61169-8
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